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Aerated concrete screws

Cross references	

Stress plate HTV 82/40 F	    
Stress plate HTV 40 RU	     
Flat roof profile FP	  
Stress plate EcoTek 50	    
Bit hexalobular TX30	    
Bit extension	    

Application range 

	> �To fix roofing membranes and insulating material to aerated 
concrete substructures

	> For combination with stress plates

Properties

	> A2 stainless steel
	> Approved for AAC 3.5-500 aerated concrete onwards
	> No pre-drilling

Notice
Pull-out tests have to be arranged with the service team for all 
renovation cases.

Gas concrete screw FPS-E-8.0

Order description
Length 
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

FPS-E-8.0x80 80 100 5580080310 4061245011981

FPS-E-8.0x100 100 100 5580100310 4061245011974

FPS-E-8.0x120 120 100 5580120310 4061245011967

FPS-E-8.0x140 140 100 5580140310 4061245011950

FPS-E-8.0x160 160 100 5580160310 4061245011943

FPS-E-8.0x180 180 100 5580180310 4061245011936

FPS-E-8.0x200 200 100 5580200310 4061245011929

FPS-E-8.0x220 220 100 5580220310 4061245011912

Possible combinations with EcoTek  
total panel thickness [mm]

FPS-E-8.0 x L
Stress plate EcoTek-50xL 

35 65 85 105 135 165 195 225 275 335

100 60 90 110 130 160 190 220 250 300 360

120 80 110 130 150 180 210 240 270 320 380

140 100 130 150 170 200 230 260 290 340 400

160 120 150 170 190 220 250 280 310 360 420

180 140 170 190 210 240 270 300 330 380 440

200 160 190 210 230 260 290 320 350 400 460

220 180 210 230 250 280 310 340 370 420 480

240 200 230 250 270 300 330 360 390 440 500

260 220 250 270 290 320 350 380 410 460 520

280 240 270 290 310 340 370 400 430 480 540

300 260 290 310 330 360 390 420 450 500 560

Compatibility acc. to ETA-07/0013

HTV 
82/40

HTE 
82/40

HTV 
82/40 TK

HTV 
82/40 F

HTV 
40 RU

HTK 
2G 50xL

HTK 
2G 75xL

EcoTek
50

HTK-S
Flat roof 
profile FP

FPS-E 8.0 • • • •

Meets the requirements of the 
VOB in accordance with DIN 
18336 and the flat roof guide-
lines when fastening through 
existing thermally insulated roof 
structures with regard to corro-
sion resistance in combination 
with the stress plate EcoTek.

Applications

Technical specifications

TX30 8.0 ≥ 60

Product online

Certifications

ETA-07/0013 

Further lengths on 
request

Total panel 
thickness

Embedment depth

https://www.ejot.com/p/FPS-E-8_0?qr=0003

